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Abstract. In the article information rational use of the railway section capacity in determining the efficiency area of technology for joint organization of movement of trains longer than the norm and with standard content. Based on the results of reviewed scientific studies, it is proposed to calculate parameters such as throughput and capacity of the section and the interval between trains to determine the scope of application of train transfer technology. Conditional length and the ratio of intervals between trains longer than the norm and the standardized composition, as well as the percentage of trains, are considered as variable elements. Optimization criteria include increasing the proportion of trains with longer than normal content, increasing the throughput capacity of the section, and increasing the interval between trains. A nomogram depicting the dependence of the section's throughput capacity on the ratio of intervals between longer than normal and standard trains and the proportion of trains longer than normal in the overall flow of freight trains is provided based on the calculation results. The nomogram allows determining the interval between trains longer than normal and trains with standard content. 
INTRODUCTION
The development of the transportation infrastructure outlined in the Transport System Development Strategy of the Republic of Uzbekistan until 2030 and the Business Plan of Uzbekistan Railways for 2023, the development of measures to increase the transport capacity and throughput of railways, the advancement of high-speed and rapid train movement, and the implementation of modern mechanisms in transportation organization set important tasks. In pursuit of these goals, a crucial and relevant task is the development of alternative methods for stable train transmission and determining the scope of application, considering the need for reserve capacity of railway sections to accommodate increased movement of high-speed passenger trains.
LITERATURE REVIEW AND METHODOLOGY
Many scientists and specialists have conducted scientific research at different times on the analysis, evaluation, rational utilization, and determination of the scope of application of train movement organization methods [1-9].
The APK "Elbrus" system was developed by a group of scientists from the All-Russian Scientific Research Institute of Railway Transport (ARSRIRT) and has been used on railway networks for many years [13]. Scientists from ARSRIRT presented and implemented a methodology for choosing a relatively effective train movement method along specified graphical lines on railway sections. This methodology includes assessing key technical and economic indicators and determining the scope of feasibility of various measures under different working conditions, considering the efficient use of the technical equipment of existing sections.
The method presented by the authors involves solving the issue of choosing the optimal train movement organization method in two stages, considering the efficient use of section capacity from a technical and economic perspective. The first stage involves selecting possible measures to cover the specified volume of transportation and meeting relatively large conditions of economic and operational efficiency. At the second stage, key technical and economic indicators are determined for a limited volume of a pre-selected option, and a train movement schedule is implemented based on another train transmission option.
In her scientific work, Kharina developed a comprehensive model for assessing various train movement organization options based on the criterion of minimizing transportation costs and investments [14]. The distinctive feature of this model includes:
- the ability to combine the movement of freight and passenger trains by organizing the movement of combined freight trains to create reserve capacity;
- comprehensive solution to the problem of increasing the speed of passenger trains and diverting freight trains from the schedule of parallel movement;
- justification of rational technical and technological parameters of the railway line when organizing the movement of freight and passenger trains of different categories;
- the share of combined freight trains and the speed of high-speed trains;
- the number of freight trains transferred to the third main track.
However, in her scientific work, the author focused only on train movement organization based on reconstruction measures.
In the scientific research of E. Castillo, M. Nogal and Z. Grande [22], the issues of reducing the costs of organizing the movement of trains of different classes on secondary routes by using double-Single track (ADST) (single-double track railway lines) were considered. This idea involves expensive infrastructure, and they proposed the construction of double-track sections on all railway sections. They considered the configuration of railway lines from the point of view of optimizing the schedule of train movements. The authors concluded that the use of single-double track sections when organizing the movement of trains of different classes can lead to a reduction in capital costs of up to 40%.
The scientific research of Günther Prokop and André Stoller investigated the issues of determining the optimal weight and speed of long-distance, local and suburban passenger trains [20]. The author recommends bringing the speeds of freight trains as close as possible to the speeds of passenger trains and increasing the speeds of both passenger and freight trains in the technical and economic calculations. However, the increase in freight and passenger flows and their impact on the organization of the movement of express and high-speed passenger trains was not considered.
A. Rodrigo Fernández in his scientific research considered the issues of determining the rational number of high-speed passenger trains and their maximum speed in conditions of joint movement of freight and passenger trains. [21]. However, at present, in order to improve the quality of service to the population, it is necessary to determine the speed and number of high-speed passenger trains in order to meet the demand for passenger transportation and ensure traffic safety.
Research conducted by the aforementioned scientists has shown that in modern conditions, it is important to use measures to increase the throughput capacity of railway sections. The first measure is the construction of an additional mainline, which is a capital-intensive and labor-intensive process and is unfeasible under conditions of limited financial resources. Therefore, it is necessary to improve train movement organization methods and use modern innovative technologies and resource-saving methods developed by scientists, apply organizational and technical measures aimed at investment savings. This can be achieved through the rational use of the throughput capacity of the railway section and the application of train movement organization technology longer than the norm and with normalized content. As a result, in conditions of increasing the number of high-speed passenger trains on railway sections and test sites, it is advisable to determine that the section loading level does not exceed the permissible value even with the existing technology in the train movement organization, as well as in the technology of joint transmission of trains of standard weight and length.
RESEARCH RESULTS
Establishes a series of requirements for the creation and passage of trains longer than the norm and standard content [12, 15]:
- Assembly and distribution stations must have tracks of sufficient length to organize the coupling and uncoupling of trains longer than usual and combined trains, without occupying station entrances and platforms. Otherwise, delays occur due to additional maneuvering actions when receiving or dispatching trains and are taken into account when determining the economic effect;
- Road infrastructure should allow for technical and commercial inspection of wagons as part of a composite train at locomotive crew change points;
- Timely technical and commercial inspection of long and combined trains at stations using train processing technology;
- Intermediate station tracks must be long enough for trains to overtake and intersect each other on the section. Otherwise, it is necessary to determine the number of stations whose tracks are extended for train overtaking and intersection, or the number of these trains that pass during idle periods of the timetable;
- The use of technology for forming and transferring freight trains of standard length and weight into longer-than-standard trains requires their uninterrupted passage through the section.
- Delays of other types of freight trains should be taken into account when dispatching these trains from the station.
As a result, the following positive outcomes can be achieved:
- Reduction in the number of operating locomotive fleets and locomotive crews;
- Decrease in the number of stops for freight trains at intermediate stations due to the reduction in the number of trains running on the section;
- Inclusion of additional trains in the schedule under conditions of limited capacity;
- The delivery time of cargo will increase as a result of forming and transferring freight trains of standard length and weight into longer-than-standard trains.
The section of the railway "U-Kh" equipped with a double-track automatic locking system, was taken as the object of the study, and it has the following main initial parameters: the interval between trains is 10 minutes, and the train weight is 4500 tons.
In the technology of jointly transferring long and standard weight-length trains, the train weight is assumed to be up to 5500 tons. The number of trains running on the section varies depending on the proportion of long and standard weight-length trains.
When calculating the technological efficiency of construction and transfer of long and standard weight-length trains, it was conducted for the following combinations:
1) Proportion of longer-than-usual trains: 0.1:0.3:0.5:0.7:0.9.
2) Ratio of intervals between trains of greater length and normal length is 1.1, 1.125:1.25:1.375:1.5.
A number of indicators were calculated to determine the technological efficiency of using the technology of construction and transfer of long and standard weight-length trains.
This technology is proposed to be used in organizing the movement of high-speed and express passenger trains, taking into account the proportion of long and standard weight-length trains in the overall freight flow.
 According to references [10, 11, 12-19], the available throughput capacity on double-track sections is determined by the following formula, taking into account the organization of train movement of different categories:

,           (1)

where,  the duration of the technological break during the movement of trains along a railway section, in minutes;

 intervals between the movements of high-speed passenger trains when dispatching parcels;

 the number of track sections on the segment;

 intervals between trains arriving at the station at different times, and their departures from the station, in minutes;

time spent accelerating and decelerating trains, in minutes;

reliability coefficient.
The interval between trains is determined by the following expression during the simultaneous passage of trains longer than standard length and standard mass from the railway section:

 ,min                                               (2)

where,  the interval between trains with longer than usual content.
The average weight of a train moving along the train schedule line is determined by the following expression [15]:

, t.                                                   (3)
The throughput capacity of the railway section using the technology of joint organization of train movements longer than standard length and standard loading is determined by the following expression [15]:

, million tons per year.                         (4)
The total number of freight trains transported along the train route is as follows:

, train                                              (5)
Based on the aforementioned technologies, it is necessary to refine the dependence of the throughput capacity and the carrying capacity of the railway section on the interval between trains, using the technology of joint transmission of trains longer than standard length and standard length. The calculation results are presented in Figure 1-2, where a graph of the dependency of the throughput capacity of the railway section and the interval between trains on the technology of joint transmission of trains longer than standard and standard length is plotted based on computational analyses.

FIGURE 1. Graph showing the dependence of the proportion of freight trains with longer travel times  on the section, on the available capacity and the interval between trains


FIGURE 2. Graph illustrating the dependence of the proportion of freight trains longer than standard on the section with available carrying capacity and carrying capacity

As seen from Figures 1-2, the increase in the proportion of trains with content longer than standard led to a decrease in the available carrying capacity of the section and an increase in the interval between trains.
Based on the obtained results, a nomogram was developed, which can be used considering the proportion of trains, the technology of transmitting the interval between trains of long and standard weight and length, depending on portability and throughput capacity.

FIGURE 3. Nomogram illustrating the dependency of the carrying capacity of the railway section on the ratio of the weight of freight trains αd - share of trains with content longer than usual in the overall freight traffic.

Based on the nomogram, the feasibility of using the technology for transmitting long and oversized trains is determined by the graph's dependence on the carrying capacity of freight trains and the ratio of intervals between trains, as well as the proportion of trains longer than standard. The area above the horizontal axis indicates the applicability of this technology, while the area below this region indicates the opposite.
The technical and economic significance of the minimum interval between trains is determined using a multifactor minimum method. This method allows for identifying and evaluating the feasibility area of the train passage technology for trains moving along the section.


According to the train movement organization technologies, the interval between trains () depends on the proportion of trains longer than the standard and of standard length passing through the section ()  and their hypothetical length (). The composition of relationships between such indicators (variables) is determined by constructing regression equations using the least squares method. A multifactor regression equation is created based on the variable indicators depending on the value  for each element involved in determining the value of these indicators .
The following equation [16] is used as the adaptive multifactor regression equation:
.					(6)

The sum of the squares of the differences between actual values   and smoothed values should be minimized, i.e.,  
.						(7)
In general, the system of normal equations is expressed as follows:
  		(8)
The correlation coefficient for each variable is determined by the following expression:
,					 (9)

,					(10)

.					(11)

(6) The regression coefficients in the system of equations are expressed in different units of measurement and qualitatively measure the influence of different factors. Therefore, to verify the result of the given values of this equation, inverse recursive equations are constructed.
The regression coefficient in this recursive equation is equal to:и:

.						(12)
As a result, the equation of multidimensional regression is expressed in the following form:

. 					(13)
If we accept the obtained values of the sign and coefficient in the normal scale:

. 				(14)

Equation (12) leads to solving the following system of normal equations to determine the coefficients for  in the equation::

 		(15)



To convert the coefficients of the multidimensional regression equation into natural values (), their natural values () are calculated from the standardized regression coefficients in expression (11) based on the following expressions:

 ,						(16)

.					(17)
There exists a correlation between the regression coefficients and the elasticity coefficients.
It is known that the elasticity coefficient is equal to the following expression:

 .						(18)

If we substitute  in expression (16-19) with (14), then the elasticity coefficient will have the following form:

.					(19)
Using the results of this mathematical model, the relationship between the train length and the percentage of the interval between trains according to the train movement organization technologies is established by the following expression:

                    			      (20)
Using the proposed method, its dependence on the maximum interval between freight trains was obtained when determining the application area of the technology for transmitting trains of long and standard content. In this case, it is recommended to increase the carrying capacity of the section using train transmission technology.
CONCLUSIONS
To determine the application area of the efficiency of the technology for joint organization of movement of long and standard trains, a large number of scientific studies are required, aimed at the rational use of the carrying capacity of the railway section. This is achieved through the application of organizational and technical measures for the development of industries. Based on the obtained results, a nomogram was developed, and it was determined that the carrying capacity of the section correlates with the proportion of trains with content longer than normal and the ratio of intervals between trains with longer and normal content, while also allowing to determine the application area of train transmission technology.
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Share of trains with content longer than usual
Мавжуд ўтказувчанлик қобилияти	0	0.1	0.30000000000000032	0.5	0.70000000000000062	0.9	123.9538702	121.00951910000002	115.5261714	110.41266970000051	105.7910983	101.54154560000048	Поездлар орасидаги интервал	0	0.1	0.30000000000000032	0.5	0.70000000000000062	0.9	9.7301065400000013	9.9690916100000067	10.447061799999998	10.9250319	11.5	12	The existing throughput capacity, trains

Proportion of trains with content longer than usual
Ташувчанлик қобилияти	0	0.1	0.30000000000000032	0.5	0.70000000000000062	0.9	33.2373725923932	32.643643503773049	32.948766750659765	33.255873615029451	31.329801809548933	31.142615960887202	Мавжуд ўтказувчанлик қобилияти	0	0.1	0.30000000000000032	0.5	0.70000000000000062	0.9	125.55475850000001	122.56666420000042	117.00158829999998	111.835267	107.15278669999957	102.84719219999998	Available throughput capacity and portability

Ratio of intervals between trains longer than standard and with standard content
αd=0	1	1.125	1.25	1.375	1.5	32.18018	32.18018	32.18018	32.18018	32.18018	αd=0,1	1	1.125	1.25	1.375	1.5	32.800000000000004	26.938359526881726	23.045880990084896	19.861125823614795	17.207163184889648	αd=0,3	1	1.125	1.25	1.375	1.5	34.488037057003183	29.197166698344695	24.964470411417658	21.501355267568293	18.615425981027162	αd=0,5	1	1.125	1.25	1.375	1.5	36.088451686332746	30.77007198825693	26.515368229796291	23.034246972873806	20.13331259210517	αd=0,7	1	1.125	1.25	1.375	1.5	38.629756344100485	32.893145204046405	28.303856292003388	24.548983545786307	21.419922923938877	αd=0,9	1	1.125	1.25	1.375	1.5	39.896728030645164	34.238434877589263	29.71180035514433	26.00819029132569	22.921848571477	Throughput capacity, million tons per year
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